XCell’

X1800SCK/PP | #137541
TYPE: X1800SCK/PP
Specifications Typical Characteristics
Nominal voltage 1.2V
Capacity 0.2CsAh " Charge Characteristics
1z
(mAh) Minimum 1800
Diameter 23 0.7:mm s" :
Height. 43 0.famm ;:-_31,1{;#___- — — =
Weight” About 44g -
internal impedance (1000Hz ) @ = 10m © (After charge) N sy
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Rapid ThA
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. Max. 0.05kA :
Trickle ) ok
Min. . 0.031A N o
v Standard™ | 10C~30C | 50°F~86°F o N = s 7
= 5 | Charge " T S R Sy
2 s Rapid® | 10C~30C | 50°F~86°F g — \
. / _
E § Discharge!”] -20C —~55C | -4°F~131°F . S LSS TV T W
2 Storage 20C~-25C | -4°F~TT°F Nz LU
Appearance (Contain insulating packing) F T TowBymw T ¢ 7
.smrgacnmmatwmtﬂm
=
_’3 — i | o8
9230, it I — _‘:ii N
@a10,0 EE: E;It.ﬂl;f — \
._1_.‘ oe 10tAT
o Choarpe: 0. 2TtA Sh
0 Temp :2'C—S5C
a aQ =1} - 1] o L=t
n Dischange Capacity(s)
‘;':":{
[
=
. Cyele Life
Note: Z
[1] Charge 7.5h at 0.21A, rest 1h, then discharge at 0.21:A, %
end at 1.0V/cell, 20C. o
[2] Weight and IR are for reference. S
[3] Charge 7.5h at 0.21.A T wm  wm W o w
[4] Charge 1.25h at 1LA, dT/di=1C/3min ~2'C/3min , TCO=45 S Bt

C-AV=10mvicell.
[3] Discharge at 0.21:A, end at 1.0V/cell.
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